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Corrections 


Corrections I 


Page 

Contents 

AS-IS 

TO-BE 

Reason jj 




Version 

160104SU 

160126SU 


2016-01-26 

4p 

High Productivity > Auto tool change > Tool storage capacity 

24 { 30 /40<jg* } 

24(30 <$£} 

Error correction 


lip 

Machine Specifications > ATC > Tool storage capacity 

24(30/40} 

24(30} 

Error correction 



Version 

150923SU 

160104SU 


2015-12-24 

5p 

X-axis travel 

X-axis travel figure error between DNM 750 and 
DNM750L 

correct X-axis travel figure 
DNM 750->1630mm (64.2inch) 
DNM 750L->2160mm (85 inch) 

Error correction 



Version 

150820SU 

150923SU 


2015-09-23 

4p 

Cutting Performance 


The results, indicated in this catalogue are 
provides as example. They may not be obtained 
due to differences in cutting conditions and 
environmental conditions during measurement. 

Add 



Version 

150427SU 

150820SU 


2015-08-20 

lip 

Machine Specifications > Table 

Distance from spindle centerto column 

Distance from spindle centerto column guideway 

Error change 


lip 

Machine Specifications > Table > Distance from spindle 
center to column 

800 (31.5) 

856 (33.7) 

Error change 






